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Footprint

TYPICAL SMD FOOTPRINT WAVE SOLDERING

FOOTPRINT DIMENSIONS IN MM
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0603 2.40 0.80 0.70 1.00 1.40
0805 3.20 1.30 0.90 1.40 410 1.85
1206 4.80 170 1.25 230 5.90 225
1210 4.80 2.60 1.25 230 5.90 345)

TYPICAL SMD FOOTPRINT REFLOW SOLDERING

FOOTPRINT DIMENSIONS IN mm
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0204 1.00 1.00 0.30 0.40 1.25
0402 1.50 0.50 0.40 0.70 175 0.95
0306 1.30 1.60 0.40 0.50 1.55 2.05
0404 1.50 1.00 0.40 070 175 1.45
0504 1.90 1.00 0.40 110 215 1.45
0505 1.90 1.30 0.50 0.80 215 175
0508 1.90 2.00 0.50 0.90 215 2155
0603 2.30 0.80 0.60 110 2.55 1.35
0612 2.30 3.20 0.60 110 2.55 375
0805 2.90 1.25 0.90 110 315 1.80
1206 410 1.60 0.90 2.30 4.35 2.25
1210 410 2.50 1.00 210 4.35 315
1808 5.50 210 1.20 310 5.75 275
1812 5.50 3.30 1.20 310 5.75 3.95
1825 5.50 6.55 1.20 310 5.75 7.20
2211 6.80 3.00 1.40 4.00 7.05 3.65
2220 6.80 5.40 1.40 4.00 7.05 6.05
2225 6.80 6.70 1.65 3.50 7.05 7.50
2525 770 6.75 1.65 4.40 7.95 755
2825 8.40 6.70 1.65 510 8.65 750
3033 9.00 8.80 1.95 510 9.25 9.60
3640 10.55 10.70 2.35 5.85 10.80 1.50
4040 11.60 10.70 235 6.90 11.85 1.50
40100 11.60 26.20 235 6.90 11.85 27.00
5550 15.50 13.20 2135 10.80 15.75 14.00
6080 16.70 20.80 235 12.00 16.95 21.60
6660 18.30 15.70 235 13.60 18.55 16.50
8060 21.90 15.70 2.35 17.20 2215 16.50
80150 21.90 38.90 235 17.20 2215 39.70

TYPICAL FILTER FOOTPRINT REFLOW SOLDERING

FOOTPRINT DIMENSIONS IN mm
SIZE
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2.30 0.80 0.45 1.40 0.60 0.40 1.50

0603

0805 2.90 1.25 0.90 1.80 0.80 0.50 2.00
1206 410 1.60 0.90 2.40 1.00 0.70 3.00
1806 5.50 1.60 1.20 3.20 1.00 110 3.00
1812 5.50 3.30 1.20 3.90 1.50 1.20 4.80
2220 6.80 5.40 1.40 4.50 150 1.50 7.00
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